
D E S C R I P T I O N A N D F E A T U R E S

5610R, 5611R Series Rectangular LED Assembly

E L E C T R O - O P T I C A L C H A R A C T E R I S T I C S A N D R A T I N G S
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All dimensions in inches.

Features
• Block mounting design assures height and

side-by-side spacing, alignment saves
assembly costs.

• High light output-5 mcd (red).
• Standoffs prevent flux entrapment.
• Large 2.4mm x 7.3mm flat LED face has

even light distribution.
• Diffusion lens
• Holding/Press-in pins secure block to board

while being soldered

Housing: Black Nylon, UL94V-O

Mounting hole pattern on page 1-X7.
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America:
CML Innovative Technologies,Inc.
147 Central Avenue
Hackensack -NJ 07601 -USA
Tel:1-201-489 -8989
Fax:1-201-489 -6911
e-mail:americas@cml-it.com

Europe:
CML Technologies GmbH &Co.KG
Robert-Bunsen-Str.1
67098 Bad Dürkheim -GERMANY
Tel:+49 (0)6322 9567-0
Fax:+49 (0)6322 9567-88
e-mail:europe@cml-it.com

Asia:
CML Innovative Technologies,Inc.
61 Aida Street
Singapore 459975
Tel:(65)9630 -5003
e-mail:asia@cml-it.com

CML-IT reserves the right to make specification revisions that enhance the design and/or performance of the product
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