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General ordering data
Order No. 1719550000
Part designation GWDR PG9-NP
Version Sealing ring, Neoprene, RAL 9005, External

thread: PG 9
EAN 4008190352813
Qty. 100 pc(s).

 
General details
Assembly temperature, max. 100 °C
Assembly temperature, min. -40 °C
External thread PG 9
Material Neoprene
RAL colour RAL 9005
Thickness 1.2 mm
Type of cable gland PG

 
Approvals
Approvals institutes

 
Classifications
ETIM 2.0 EC000781
ETIM 3.0 EC000781
eClass 4.1 NK
eClass 5.0 23-07-90-90
eClass 5.1 23-07-90-90

 

Similar products

Order No. Part designation Version
1736230000 GWDR M16-NP Sealing ring, Neoprene, RAL 9005, External thread: M 16
1736240000 GWDR M20-NP Sealing ring, Neoprene, RAL 9005, External thread: M 20
1736250000 GWDR M25-NP Sealing ring, Neoprene, RAL 9005, External thread: M 25
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1736260000 GWDR M32-NP Sealing ring, Neoprene, RAL 9005, External thread: M 32
1736270000 GWDR M40-NP Sealing ring, Neoprene, RAL 9005, External thread: M 40
1736280000 GWDR M50-NP Sealing ring, Neoprene, RAL 9005, External thread: M 50
1736290000 GWDR M63-NP Sealing ring, Neoprene, RAL 9005, External thread: M 63
1719560000 GWDR PG11-NP Sealing ring, Neoprene, RAL 9005, External thread: PG 11
1719570000 GWDR PG13,5-NP Sealing ring, Neoprene, RAL 9005, External thread: PG 13.5
1719580000 GWDR PG16-NP Sealing ring, Neoprene, RAL 9005, External thread: PG 16
1719590000 GWDR PG21-NP Sealing ring, Neoprene, RAL 9005, External thread: PG 21
1719600000 GWDR PG29-NP Sealing ring, Neoprene, RAL 9005, External thread: PG 29
1719610000 GWDR PG36-NP Sealing ring, Neoprene, RAL 9005, External thread: PG 36
1719620000 GWDR PG42-NP Sealing ring, Neoprene, RAL 9005, External thread: PG 42
1719630000 GWDR PG48-NP Sealing ring, Neoprene, RAL 9005, External thread: PG 48
1719540000 GWDR PG7-NP Sealing ring, Neoprene, RAL 9005, External thread: PG 7


